
ZI 3079

Sampling Tubes : ZI 3079

For collection undisturbed samples of 38mm dia for triaxial strength and unconfined compressive strength either 
straight from the field or from a sample of larger diameter. The wall thickness is maintained approximately 17 per cent. 
Both relieved and unrelieved sampling tubes are available. In the relieved type of tube, the internal diameter is relieved 
by about 0.5mm (inside clearance 2%) beyond approx. 19mm length from the cutting edge of the tube. This is most 
suitable for highly cohesive soils. In the unrelieved type, the internal diameter is uniform through out. This type is most 
suitable for soil of low cohesion. These 38mm dia tubes are available in different lengths.

ZI  3079 UNRELIEVED : (a)150mm, (b) 200mm, (c) 225mm (d) 300mm long.
ZI  3080 RELIEVED : (a) 150mm (b) 200mm, (c) 225mm, (d) 300mm long.

ZI  3081 SAMPLING OUTFIT (HEAVY DUTY) : Undisturbed samples of soil at different depths can be collected using 
these sampling tubes. The kit includes all necessary impletments for boring. Collection and sealing with wax. The 
operation may be carried out either using a tripod stand or without it. The equipment is supplied in a canvas bag.
SPECIFICATION: 150mm auger blade type, complete with handle 't'piece and 1 mtr. long rod  1 no. 
EXTENSION :1mtr. Long and 37.5mm diameter 5 nos. Jarring link (large) for driving samplers 50mm, 100mm or 150mm 
dia. This can be connected to the sampler or to the extension rod. One eye hook, one wax container, one methylated 
spirit stove, one wax ladle, and one pair spanners complete in carrying case. 
ACCESSORIES : Samplers  for undisturbed sampling are available in different sizes. These are used with sampling 
outfit. Each sampler is 45cm long is supplied complete with two end caps, cutting nose. Driving head with air outlet valve 
and 3 nos. C-spanners . Sampler are available in 50mm dia, 100mm dia & 150mm dia. Thin walled samplers are also 
available in diameter 50mm, 75mm and 100mm. Each sampler is 60cm long and its cutting edge is hardened. These 
samplers can be used with sampling outfit 'a' drill rods by using suitable adoptors. 
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